TECH RIMY TECH-EFFECTOR

STANDARDS MODULAR END OF ARM TOOLING

ALUMINUM TUBING

Tech-Effector aluminum tubing is manufactured from
lightweight, high strength aluminum. Available in a vari-
ety of sizes. Optimized design assures a good combina-
tion of weight and deflection characteristics.

Features

« Lightweight and robust

- Black anodize finish

+ Precision 0D for best performance
+ Length available in 5mm steps

Ordering Information
Part No. Description Weight

TE-RT100E13-L (LENGTH in 5 mm steps) | 1.00 inch diameter x 1/8 inch wall, Aluminum Tube 0.6 kg/m [0.41 Ibs/ft]

TE-RT125E13-L (LENGTH in 5 mm steps)  1.25 inch diameter x 1/8 inch wall, Aluminum Tube 0.8 kg/m [0.51 Ibs/ft]

TE-RT150E13-L (LENGTH in 5 mm steps) | 1.50 inch diameter x 1/8 inch wall, Aluminum Tube 0.9 kg/m [0.61 Ibs/ft]

*Minimum length is 50mm, Maximum length is 3000mm, Order in 5mm increments (steps).

Additonal options available upon request
1.00 inch Aluminum Tubing 1.25 inch Aluminum Tubing
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